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www.cooperinstruments.com sales@cooperinstruments.com1-800-344-3921

TSF & TSFH HAND WHEEL OPERATED TEST STANDS

These test stands are ruggedly built for many years of service in the  
laboratory and industrial environments. Used for either compression or  
tension their design allows for easy operation in the entire 1000 lb load 

range. Modular construction provides for many nonstandard configurations includ-
ing field configurable left or right handed operations. An optional digital travel 
display with a resolution of 0.0005"/0.01 mm allows for precision spring testing 
as well as a variety of material testing tasks.

•	MAX	LOAD:	1000	LBS
•	MAX	TRAVEL:	4.00"
•	THROAT:	4.35"

MAXIMUM LOAD: 1000 lb (5kN)
MAXIMUM TRAVEL: 4.00" (102 mm)
TRAVEL RATE: 0.013" (0.34 mm)/wheel rev
THROAT: 4.35" (110 mm)
MAXIMUM DAYLIGHT: 13.5" (343 mm)
DIMENSIONS: 31.5"H x 7.9"W x 9.4"D - TSF
 30.4"L x 5.95"W x 10.0"H - TSFH
TRAVEL DISPLAY OPTION: 0.0005" (0.01 mm) resolution
*Drawings available on website

S P E C I F I C A T I O N S

TSFH
SHOWN WITH OPTIONS

TSF
SHOWN WITH OPTIONS

ORDERING INFORMATION

Model  Description

TSF Test stand, 1000 lb, vertical

TSFH Test stand, 1000 lb, horizontal

TSF001 Travel display for TSF/TSFH

TSFH TSF
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