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1-800-344-3921www.cooperinstruments.com sales@cooperinstruments.com

•	MODULAR	DESIGN:	BASE	MAY	BE	REMOVED	AND	 
THE	STAND	MAY	BE	USED	AS	A	COMPONENT	OF	A	 
LARGER	SYSTEM

•	FIELD	UPGRADEABLE	TO	A	MOTORIZED	STAND	(ESM)	 
BY	INSTALLING	A	MOTOR	DRIVE	KIT

•	MOUNTING	HOLES	FOR	BENCH	MOUNTING
•	OPTIONAL	DIGITAL	TRAVEL	DISPLAY
•	LOW	COST

ES30	-	PRECISION	WHEEL	TEST	STAND	-	200	LB
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S P E C I F I C A T I O N S

LOAD CAPACITY:
MAXIMUM TRAVEL:
DIMENSIONS:

LOADING METHOD:
TRAVEL RATE:
WEIGHT:
INCLUDED 
ACCESSORIES:

200 lb (1000 N) 
13" (228.6 mm)
6"W x 10"D x 23"H  
(152 mm x 254 mm x 567 mm)
Hand wheel 
0.05" (1.27 mm) per rev.
17 lb (7.7 kg)
1 extension rod, 2 hooks (small 
and medium), 1 #10-32 coupler, 
1 compression plate, gauge 
hardware

ORDERING	INFORMATION

Model		 								Description

ES30  Test stand, 200 lb
ESM001  Digital travel display, 6" x 0.0005 (150 mm x 0.01)
ESMKIT Motor drive kit for ES30

SHOWN	WITH	 
OPTIONAL	EQUIPMENT


